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01 Steel Storage Racks with 4 Shelves 16 Nos.
(Specifications as enclosed)
including Transport and

Installation Charges

GST
Total
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Sl. No Aspect Specification
19 Type Of Racks Long Span Shelving
2 No of Racks 16 -( 3 Main + 13 Add. On)
3 Depth Of racks 600mm
4 |Length Of racks 2500
5 Height of Rack 2500
6 No.of Shelf 4
7 Load / Level 500 Kgs
8 UPRIGHT Upri.gt?t should.be Roll formed Section - Minimum 6 bends
& minimum Thickness- 1.6mm,
UPRIGHT profile Minimum Width -60mm , depth -30mm
Beam adjustability 50mm
Material Quality Min Ys= 355 Mpa
9 Horizontal Bracing Ac.cc.>'rding to 600mrr.1 (.jepth - Rf)ll Formed Section-
Minimum 4 Bend minimum Thickness- 1.0mm
10 Diagondl Bracing Accordlng t.o 600mn”.| depth - Roll Formed Section- Minium
4 Bend minimum Thickness- 1.0mm
11 Base Plate According to 60mm minimum Thickness- 3mm
12 HORIZONTAL BEAM minimum -1.6mm thick Step b(‘eam,Minimum 70mm Ht,
should be in Sheet Metal Section
13 Locking Pin Quantity-2 nos per beam
The panels are - Pre Galvanised and are to be flush with
the beam. Length/Width/Breadth according to beam
length and 600mm depth, so as to cover the entire deck,
14 Deck Panel without any spacing. the deck panels on their own ShOl:l|d
be able to take load of 500 kgs(UDL) per level. All Decking
Panels should be inside the beam, No Projections on The
Cross Beam , Maximimu- 230mm width of each panels,
and Thickness of Panels minimum 1.0mm or Higher
15 Construction standard  |BS EN 15512 : 2009 : Principles for structural design
16 Raw material JINDAL/ TATA Make
17 Raw material Grade Hot Rolled Sheets of Steel Equivalent to IS 5986:2002/1S
2062/1S 1161
18 Raw material Grade Galvaisied steel - 1S -277_2018
19 Finsih Powder Coated
20 Colour Vertical - Pepsi Blue, Horizondal- AB Orange Colour
21 Coating Thickness miniumum- 50-60 microon
Raw material test certificate for steel for primary racking
22 test certificate components to be provided to confirm IS specifications of

raw materials as mentioned in offer
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